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THE DOOR BEAUTIFUL 


SEVENTH EDITION 


MORGAN DOOR DESIGNS 


COPYRIGHT 1914 


MORGAN COMPANY 


This Copyright covers the Text Matter, Illustrations 
Designations and Designs of the different 
Patterns of MORGAN DOORS 


“THE NAME MORGAN IS STAMPED ON EVERY DOOR” 


MORGAN COMPANY 


MANUFACTURERS 


OSHKOSH, WISCONSIN 


WAREHOUSES : 
Morgan Sash & Door Company, Chicago, lllinois 
Morgan Millwork Company, Baltimore, Maryland 


SALES OFFICES: 
New York City, Craftsman Building, No. 6 East 39th St. 
Detroit, Michigan, No. 309 Palmer Building 
Dallas, Texas, No. 917 Praetorian Building 


SAW MILL OPERATIONS: 
Morgan Lumber €: Cedar Company, Foster City, Michigan 
Winslow Lumber Company, Orin, Washington 


The Development of the Door 


FORTY YEARS OF 
MORGAN DOORS 


As you look through the following pages of this book you will be 
impressed by three things— 

Morgan Doors are beautiful. 
Morgan Doors are distinctive. 
Morgan Doors are substantial. 

Confronted with advantages which have impressed thousands of building 
owners, you will realize the importance of specifying and requiring Morgan 
Doors when making your plans. 

Every person seeking to build ideas into a home understands how 
important is door architecture to house architecture. 

The harmony you seek, both exterior and interior, will be found in this 
book. There is a style of Morgan Door to suit every house purpose and 
accommodate, without modification, the architectural and decorative effects 
you wish pronounced. 

Morgan Doors become a part of your house—belong to it. 

More than that, each individual Morgan Door is distinctive. The test of 
real artistic beauty is fulfilled in it. Because it does not blanket other features 
and at the same time preserves its own individuality. 

Throughout the country the thousands of buildings which are individual 
and distinctive show where our output of the past forty years of Morgan 
Doors has gone. 

Whether you seek elegance or quiet, domination or a reticence, Morgan 
Door will express your idea. It will be beautiful in the way you want it to 
be beautiful. 

Just as a fine old piece of Chippendale or a Morris stands out among 
fine cabinet pieces so is a Morgan Door exceptional as contrasted to a very 
big world of “just doors.” 

Let us tell you a little more about Morgan Doors. 

We started forty years ago. 


Our idea was to surmount the ordinary plane of door manufacture. We 
are now not just a door factory, or several door factories, but we are a 
national institution selling door service. p 

We are guided in our work by ideals of beauty and economy and we 
. make them work for you. We own the finest timber lands from which we 
select our own lumber, and it never leaves our rigid inspection until it can 
live up to the reputation of the name MORGAN, which should be found on 
the top rail of every door. 

Our designing departments are made up of experienced designers and 
door lovers. The vision of these men extends back to the beautiful doors of 


the old Greek Temples and the crude ones of the medieval castles and 
monasteries. It brings up to date the standards of door and house beauty the 
world has acknowledged and evolved for centuries. 


These designing departments are a veritable home lover’s paradise of . 
ideas, and what you seek to know about or have suggested regarding your 
doors will be supplied gratis to the best of our ability. 

We consider that simply part of door service. 


Every Morgan Door is a superior product of selected material and 
skilled workmanship. 


Our methods are progressive. We spare no expense to install the latest 
machinery and improve every process. 


A Morgan Door hangs true. The opening and shutting of it is a real 
pleasure. It looks substantial. It és substantial. It will outlast the dwelling 
in which it is placed. 

So we guarantee to immediately replace free of charge any door bearing our 


name which shows any defect in material or workmanship. We guarantee it to 
be absolutely perfect in every respect. 


Your protection is the name “Morgan” to be found on the top rail of every 
genuine Morgan Door. 

Morgan Doors are the economical doors. 

They cost less in the end and only very little, if any more, than the 
ordinary kind in the beginning. 

You cannot afford to cheapen an otherwise delightful home with doors 
lower in attractiveness and quality than the genuine Morgan Doors. 


Many of the expensive problems with which other manufacturers contend 
have been greatly simplified, sometimes wiped out, by Morgan. 

Standardizing has meant another big Morgan Door saving for the user. 
Standardizing Morgan Doors simply means that you can pick out the styles 
and sizes of your doors from this catalogue. Your architect can specify these 
very styles and sizes in your plans. 


The standardizing of Morgan designs and Morgan stock sizes means a big 
saving all around of time and money. 


You are sure to get the most possible for your money in hardwood doors, 
light, strong, durable, weather and wear-proof, with the most exquisite beauties 
of the hardwood grain, in the design you yourself select, and the quality of 
which is guaranteed to you and backed by a reputation of forty years. 

Do this now— 

Select your designs and sizes from this catalog. Have your architect specify 
Morgan Doors. Make sure that your contractor supplies them. Make sure they 
are the genuine Morgan Doors. 

Look for “Morgan” on the top rail. 


Forty years of Morgan Doors represent a high-grade purpose served in a 
high-grade manner. 


If you have thought enough of your home to consider this door question 
separately, to get this book and examine its contents, nothing less than 
Morgan Doors will satisfy you. 
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Page six 


MORGAN DOORS are guaranteed against inferior material and poor 
workmanship, but this guarantee does not cover defects that result from 
careless or rough handling, or from inferior or poor finishing. The following 
instructions and suggestions must be complied with. 


EXTERIOR DOORS. 


In glazing front doors, remove the glass stop and apply two coats of shellac. 
Bed the glass in putty. Use a good oil filler and apply at least two coats of 
the best exterior varnish. Paint the top and bottom edges of the door after it 
is fitted, with at least one coat of good paint. 


INTERIOR DOORS. 


DON'T HANG YOUR DOORS IN A DAMP, FRESHLY PLASTERED 
BUILDING. This refers not only to doors, but to all kinds of fine interior 
finish. Mortar contains large quantities of water, and until the moisture has 
dried out of the walls, the building is in no condition to receive hardwood 
doors or fine interior finish. A manufacturer cannot be blamed for defective 
work if the goods upon which every care is exercised in the making are not 
properly handled after out of his hands. It is always advisable to employ 
artificial heat to help dry out a new building before hardwood doors and fine 
interior finish are placed. 


HARDWOOD DOORS are generally shipped “in the white” (unfinished) 
and moisture must not be allowed to penetrate the doors. As quickly as possible 
after receiving the doors, have your finisher give them at least one coat of filler. 
Immediately after fitting the doors paint or shellac the top and bottom edges. 


FOR STAIN EFFECT, USE “OIL STAIN.” AVOID “WATER 
STAIN.” USE A GOOD FILLER. 


NOTE FOLLOWING INSTRUCTIONS REGARDING 
SPECIFICATIONS FOR HARDWOOD DOORS. 


ONE-PANEL DOORS, (M-60) are made 1% in. thick or thicker. The 
frame, if doors are made thinner, is too light for a large panel. 


ONE AND TWO PANEL DOORS (M-60 and M-59) veneered with two 
kinds of wood should be AT LEAST 1% in. thick in order to admit the use of 
a thick panel. Hardwood Doors of any description, over 3 feet and up to 4 
feet in width, or over 7 feet and up to 8 feet in length, should always be made 
1% inches thick or thicker, and doors wider than 4 feet, or longer than 8 feet, 
should be at least 24 inches thick. 


If the above instructions are carried out, we guarantee every MORGAN 
HARDWOOD DOOR to be “A Perfect Door” and agree to replace “in the 
white” (unfinished), any MORGAN DOOR that proves to be defective. 
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Interior Door. Design M-54 Plain Red Oak 


Built in different woods 


Page eight 


COPYRIGHT 1913) MORGAN COMPANY: 


tor “ae 


a: ٣ ጋፍ ኣደ. መሬ: መው ር. 


Interior Door. Design M-54 Unselected Birch 


Built in different woods 
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Interior Door. Design M-59 Plain Red Oak 


Built in different woods 
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Interior Door. Design M-59 Selected Birch 


, Built in different woods 
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Built in different woods 
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Interior Door. 
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Interior Door. Design M-61 Unselected Birch 


Built in different woods 
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Design M-116 Plain Red Oak 


Built in different woods 
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-51 African Mahogany 


Built in different woods 


Design M 


Interior Door. 
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Interior Door. Design M-191 Unselected Birch 


Built in different woods 
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Quarter Sawed White Oak 


Built in different woods 


Interior Door. Design Craftsman G 
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Interior Door. Design Craftsman H — Plain Red Oak 


Built in different woods 
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Exterior Door and Sidelights. Design Craftsman B — Plain Red Oak 


Built in different woods 
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Exterior Door. Design Craftsman D 一 Quarter Sawed White Oak 


Built in different woods 
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Exterior Door. Design Craftsman E — Selected Red Birch 


Built in different woods 
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11 Interior Door. Design M-117 Unselected Birch 


Built in different woods 
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Mirror Door. Design M-88 Plain Red Oak 


Built in different woods 
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Exterior Flush Door. Design M-815 Brown Ash 


Built in different woods 
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Design M-415 Plain Red Oak 


Built in different woods 
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Flush Door. 
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Exterior Flush Door and Sidelights. Design M-715 Plain Red Oak 


Built in different woods 
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Exterior Flush Door. Design M-915 Selected Red Birch 


Built in different woods 
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Exterior Door and Sidelights. Design M-89 Plain Red Oak 


Built in different woods 
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Exterior Door and Sidelights. Design M-189 Plain Red Oak 


Built in different woods 
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Design M-139 Plain Red Oak 


ህ 


Built in different woods 


LEAR 


SS 


4. 


Exterior Door and Sidelights. 
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Built in different woods 
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Exterior Door. 
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Interior Flush Door with Inlay. 
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SPECIFICATIONS 


FOR 


Morgan Exterior Door Finishes 
On Pages 47 and 48 


On pages 47 and 48, we illustrate finishes adaptable for both 
interior and exterior millwork, but strongly recommend the 
following finishes for exterior work, using Bridgeport Standard 
Wheeler’s Spar Varnish. 


Finish 
[11 
[11 
[11 
[£1 
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Finish M 17 


We call your particular attention to the necessity of using 
Bridgeport Standard Wheeler's Spar Varnish for outside work 
in the place of Bridgeport Standard Wheeler’s Varnish which is 
for interior use. 


Page forty-three 


Layout of Designs Shown in This Book 


SOLID MOLD DOORS 


| 
ን... NE Bail | Rail "Rab យ Ri Munis, 
Inches | Inches Inches Inches 
0ن‎ | = - | i 
MEDI ء٤5‎ | 476 | 47% | 413 9 
MED E Ls. | 4% | 4% 8% 9 36 
0160 ann | 5% 5% 12 
រា | 536 | 5% | 12 44 
MEI 4% | 4% 8% 9 60%** 
VE Sn | 5% | 5% 12 3% 
VO etende 4% | 4% 7 9 32% | 448 
MEIO AAA 4% 4% 4 9 68۴ | 4H 
Craftsman G...... | 5% | 5% 5% 12 ጨሌ“ | | 
Craftsman H...... | 5% 5% 5% 12 e 53% | 
Craftsman A...... | 5% 515 536 12 613; ۳ | | 
Craftsman B...... | 5% 5% 5% 12 es | 5% 
Craftsman D...... | 555 5% 5% 12 615** 
Craftsman E......| 5355 5% 5% 12 6175 ** 536 
0810 ee | 5% 5% 12 1% | 
2 5% 5% 12 | 
Side Lt. M-108....| 2% 6% 18% 
Side Lt. M-109.... | 2% 7% 19% 
Side Lt. M-189.... | 2% 7% 8% 12% 33% 
سا‎ Maes | 2% 7% 19% | 
Side Lt. M-169.... | 5ጴ 25 25 
Side Lt. Craftsman | 1% 1% / 12 37 
Side Lt. Flush..... | 2% oe 2% 


**Height given is for 7-0 Door. Glass opening always same height. 
All widths of Stiles and Rails given for Solid Mold Doors include the Sticking. 


Flush and Raised Moulded Doors 


Flush Molded | Raised Molded 


- រ : រ Heightto Top : Increases Increases 
| Stiles Top Rail Lock Rail Bottom Rail : Fillet h : 
DESIGN i Inches Inches Inches Inches of Lock Rail Inches ان‎ Wadia 
| Inches Inches 
2.2.1 00 | 5% 5% 18 1% 1% 
IE E | 5% 5% 18 1% | 1% 1% 
Ma a | 5% 5% 7 12 89% 1% 1% 1% 
Inserted 
۵021090 eee ده‎ 5% 5% 18 i Sash : 1% 1% 
| nserte 
A ae | 5% 5% 18 „Sash 
2 nserted 
MOOR os p ጂሚ” 576 576 18 Sash 


The width of the Stiles and Rails given for Molded Doors does not include the width of the Molding. 
The height to top of Lock Rail given includes the width of the Molding. 
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Glass Sizes in Inches 


29፡8 66 | 2-4 x 68 |28 x 68 2 240x 6-10 2-6 x 7-0 | 2-8 x 7-0 | 2-10 x 7-0. (30 x74 | مد‎ x 76 | 50 x 60 
Crafts AFB د د‎ AT x 8% | AV x s% 4% x "I" 5lAx 85 % | 4442 8% 4% x M 54x TA 54x n 5%x 858| 5%= 8% 
Crafts. D-E...... ..|19 x18 យ x18 21 x18 23 x18 19 x18 21 8 23 x18 25 8 26 x18 d x18 
MELE ea ០០ 0 | d 614 2121៤ | 731236 | | 62 x12% 61i um 7%x12% 86 4اد‎ | 872+14 
Mz189: 14 um 16 x38 16 x40 18 x40 20 242 16 X44 18 x44 20 x44 22 x44 122 x50 22 x56 
METE و‎ 12 x48 12 x50 14 X50 16 x52 12 X54 14 x54 16 x54 18 x54 18 x60 ” x66 
M-29 Cent. Lt..... | 85524458 | 856x465 | 996x45% 109x46% 876x505 955x4955 «0%:48% 115x475 bx 1155x595 
M-29 Top Cent. Lt. . 17 388 318% 1 4៕ X 45 438 x m 348 x 88 Ayo X 45 Alix 438 | 5%፳ s&| 5፲5፳ a 575% 6 
M-29 Outer Top Lt. 818< 8%| 81፪፳% 8% Ayo x 9% | 445x10% 815 58% 4 x 0% 4181056 | Bis x1L% «5፡:0% 5: 51158 
M-29 Outer Cent. Lt 818 59535 | 318 58775 | Ayo ×85 | 445 x35% | 918 :417ሄ Ars 9 A | 418 58735 | رت 47× 5% 541% ورد ا‎ 
M-49 Top Lts...... 8187 318 | 348» 348 422 4x 418% 4148 3Hx 518| 4፲5፳ 4 | 41% 438 | 54x 55: Brox 5% 5x 57 
M-49 Bot. Lts...... | 835 25918) 318 54118 | 475x405 | 5 8116+ 4፲5፡5=44፲5 415x421 m ت5 یت‎ 7 
2۸-169 Ea. Lt....... 4 x46 4 x48 5 x48 6 x50 4 x52 | 5 x52 6 252 | 7 252 | 7 358 | 7 x64 
۳ھ‎ 518 2 318 x22 4,5 2 444 x22 31i x22 47 x22 445 x22 | يره‎ x22 | bis x22 | 5 Ye 2 
METIS. 210 21896 | 21821996 | 23821916 | 3/4x195 | 214x20% | 2186 x2016| 817 Xx20%| 318x20% کر‎ 31166 
M-415.-.:. ARE 16 x16 16 x16 16 x16 18 x18 16 x20 16 x20 [18 x20 20 x20 20 x26 20 x32 
M-815 Cent. Lt...... 44x36 41 8 4 858 لر5‎ x40 414 x42 456x42 bis x42 | 518 x42 518 x48 | 518 x54 
M-815 Outside Lt... 43x24 | 44x26 | 496x26 | 54x28 | 4%x30 | 496x30 | 86:20 | 58390 | 518390 | 5፳322 
M-88 (M-54 & M-59) .|2134x65 214x67 2314x607 25369. (214x71 |234x71 |25%x71 1 2714677 274x83 
M-88 (M-60 & M-61) [194x614 |19%x63% 213-6814 [234 x65% |1934 x6734 (214x674 23 34 x67 14. 2594x674 254x734 ¡254x794 
M-8B9... cess 16 x52 16 x54 18 x54 |20 x56 |16 x58 18 x58 |20 x58 (22 x58 122 x64 22 x70 


To insure proper fitting of glass in Oval Light Doors, send for paper templet. 


Side Lights 


دو وو وه 


Side Lt. M-139....... 
Side Lt. Craftsman... 
Side Lt. M-715 Top Lt. 


Side Lt. M-715 Bot. Lt. 


(7 AG ا‎ | 14 x 6-10 
٦ | 
12 x52 12 x54 | 12 x56 
12 x38 | 12 x40 | 12 x42 
| | 
8 x48 | 8 x50 | 8 352 
Sox تون‎ | 882 6f | Hx 68 
| | 
555 T% | 572 3 | 5፲2 38 
| | 
5ٌ 21896 | 5፲፪219%94 |  5፲:2:195% 
| 


| 14x70 4 JA 1-4 x 8-0 

| 12 x58 12 x64 12 x70 

| 12 244 12 x50 12 x56 

| 8 4 8 x60 8 x66 

| 

, 582 7% 5885 8» Blix 9% 

| 5x Bi 5x 8} | bian 9% 
5፲8 x20% 5% x21% | 56 


Page forty-five 


Ene ست‎ 


- 


Specifications for Morgan Interior Door Finishes 


FINISH M1. 


Plain Oak, Natural Finish. 

Filled with Wheeler's No. 1 Natural Wood Filler 
and finished with two coats of Bridgeport Stan- 
dard Wheeler's Interior Varnish. 


FINISH M2. 


Plain Oak, Golden Oak Finish. 

Stained with Bridgeport Standard_R Y Golden 
Oak Penetrating Stain, filled with Wheeler's No. 
3 Wood Filler, and finished with two coats of 
Bridgeport Standard Wheeler's Interior Varnish. 


FINISH M 8. 


Red Oak, Antigue Finish. 

Filled with Wheeler's No. 3 Wood Filler, and 
finished with two coats of Bridgeport Standard 
Wheeler's Interior Varnish. 


FINISH M 4. 


Rotary Cut Oak, Flemish Oak Finish. 

Stained with Bridgeport Standard Flemish Oak 
Penetrating Stain and Waxed Finish, filled with 
Wheeler's No. 5 Wood Filler, and finished with 
two coats of Bridgeport Standard Wheeler's In- 
terior Varnish. 


FINISH M 5. 


Quartered White Oak, Natural Finish. 

Filed with Wheeler's No. 1 Natural Wood Filler 
and finished with two coats of Bridgeport Stan- 
dard Wheeler's Interior Varnish. 


' 
FINISH M 6. 


Quartered White Oak, Golden Oak Finish. 
Stained with Bridgeport Standard R. Y. Golden 
Oak Penetrating Stain, filled with Wheeler's 
No. 3 Wood Filler, and finished with two coats 
en Ele DOZE Standard Wheeler's Interior Var- 
nish. 


FINISH M 7. 
Quartered White Oak, Fumed or Craftsman Oak 
Finish 


Stained with Bridgeport Standard No. 1158 

Fumed Oak Acid Stain, given a thin wash of 

Bridgeport Standard White Shellac and finished 

mer two coats of Bridgeport Standard Prepared 
ax. 


FINISH M8. 


Quartered White Oak, Weathered Oak Finish. 
Stained with Bridgeport Standard Weathered 
Oak Penetrating Stain and Waxed Finish, filled 
with Wheeler's No. 10 Wood Filler and finished 
with two coats of Bridgeport Standard Whee- 
ler’s Interior Varnish. 


FINISH M9. 


Birch, Natural Finish. 
Filled with Bridgeport Standard Wheeler's Silex 
Liquid Wood Filler, lightly sanded and finished 
with two coats of Bridgeport Standard Whee- 
ler’s Interior Varnish. 


FINISH M 10. 


Birch, Light Mahogany Finish. 

Stained with Bridgeport Standard Light Mahog- 
any Penetrating Stain, given one coat of Bridge- 
port Standard Mahogany Primer, and finished 
with two coats of Bridgeport Standard Whee- 
ler's Interior Varnish. 


FINISH M 11. 


Birch, Medium Mahogany Finish. 

Stained with Bridgeport Standard Dark Mahog- 
any Penetrating Stain, given one coat of Bridge- 
port Standard Mahogany Primer and finished 
with two coats of Bridgeport Standard Whee- 
ler's Interior Varnish. $ 


FINISH M 12. 


Birch, Dark Mahogany Finish. 

Stained with Bridgeport Standard Brown Ma- 
hogany Penetrating Stain, given one coat of 
Bridgeport Standard Mahogany Primer and fin- 
{shed with two coats of Bridgeport Standard 
Wheeler’s Interior Varnish. 
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FINISH M 13. 


Rotary Cut Oak, Green Weathered Oak Finish. 
Stained with Bridgeport Standard Green Weath- 
ered Oak Penetrating Stain and Waxed Finish, 
filled with Wheeler's No. 10 Wood Filler and fin- 
ished with two coats of Bridgeport Standard 
Wheeler’s Interior Varnish. 


FINISH M 14. 


Rotary Oak, Weathered Oak Finish. 

Stained with Bridgeport Standard ۵ 
Oak Penetrating Stain and Waxed Finish, filled 
with Wheeler’s No. 10 Wood Filler and finished 
with two coats of Bridgeport Standard Whee- 
ler’s Interior Varnish. 


FINISH M 15. 


Rotary Cut Oak, Early English Finish. 

Stained with Bridgeport Standard No. 5000 G 
Early English Penetrating Stain, filled with 
Wheeler's No. 10 Wood Filler and finished with 
two coats of Bridgeport Standard Wheeler's 
Interior Varnish. 


FINISH M 16. 


Rotary Oak, Golden Oak Finish. 

Stained with Bridgeport Standard R Y Golden 
Oak Penetrating Stain, filled with Wheeler's No. 
3 Wood Filler, finished with two coats of Bridge- 
port Standard Wheeler's Interior Varnish. 


FINISH M 17. 


Quartered White Oak,Early English Finish. 
Stained with Bridgeport Standard No. 5000 G 
Early English Penetrating Stain, filled with 
"Wheeler's No. 10 Wood Filler and finished with 
two coats of Bridgeport Standard Wheeler's 
Interior Varnish. 


FINISH M 18. 


Rotary Ash, Natural Finish. 

Filled with Wheeler's No. 1 Natural Wood Filler 
and finished with two coats of Bridgeport Stan- 
dard Wheeler's Interior Varnish. 


FINISH. M 19. 


Rotary Ash, Antique Finish. 

Filed with Wheeler's No. 3 Wood Filler and fin- 
jshed with two coats of Bridgeport Standard 
"Wheeler's Varnish. 


FINISH M 20. 


Rotary Ash, Medium Golden Oak Finish. 

Filed with Wheeler's No. 5 Wood Filler, and 
finished with two coats of Bridgeport Standard 
Wheeler's Interior Varnish. 


FINISH M 21. 


Mahogany, Light Mahogany Finish. 

Filled with Wheeler’s Mahogany N Wood Filler, 
and finished with two coats of Bridgeport Stan- 
dard Wheeler's Interior Varnish. 


FINISH M 22. 


Mahogany, Natural Finish. 
Filled with Wheeler’s No. 7 ‘Wood Filler and 
finished with two coats of Bridgeport Standard 
Wheeler's Interior Varnish. 


FINISH M 23. 


Mahogany, Medium Mahogany Finish. 

Stained with Bridgeport Standard Mahogany 
Acid Stain, filled with Wheeler’s Mahogany N 
Wood Filler and finished with two coats of 
Bridgeport Standard Wheeler's Interior Varnish. 


FINISH M 24. 


Mahogany, Dark Mahogany Finish. 

Stained with Bridgeport Standard No. 3000A 

Dark Mahogany Acid Stain, filled with Wheeler’s 

Mahogany N Wood Filler, and finished with two 

monte ot Bridgeport Standard Wheeler’s Interior 
arnish. 


FINISH M 25. 


White Enamel (Not Illustrated). : 
Apply a coat'of White Lead in oil, thinned with 
two-thirds oil and one-third turpentine, two 
coats of Bridgeport Standard Enamel Undercoat- 
ing and two coats of Bridgeport Standard 
Wheeler's White Enamel. 


ARTICLES FOR FINISHING 
WHEELER'S WOOD FILLER i 


In order to procure a perfectly smooth and elastic finish it is necessary that the 
door be properly prepared—the pores must be filled and the foundation must be right, 
else there cannot be a successful finish. This is the function of WHEELER'S WOOD 
FILLER to give a perfectly smooth, elastic and transparent surface WHEELER'S 
WOOD FILLER is considered by experts to be the best filler made. It is hard, firmly 
fixed and transparent, does not shrink, sweat or absorb the varnish. These are qualities 
to be considered when cheap substitutes are offered. It is spendthrift economy to risk 
the finish of your door by using an inferior finish. 


BRIDGEPORT STANDARD WHEELER’S SILEX LIQUID WOOD FILLER 
This liquid wood filler comes prepared, ready for use It is used in the place of 
Wheeler’s Paste Wood Filler on close grained woods. It brings out the life and beauty 
in the grain of the wood, producing with varnish the desired natural finish. The wood 
xemains REE and does not darken with age. This is one of the characteristics of 
is Woo er. 


BRIDGEPORT STANDARD PENETRATING STAINS & WAXED FINISHES 

These stains develop the natural beauty of the wood and emphasize Nature’s 
artistic markings, producing the popular mission finishes with one coat. They do not 
raise the grain of the wood, but penetrate deeply and thus hold their color well. 


BRIDGEPORT STANDARD BREINIG’S PENETRATING STAINS 

This class of stain is used for coloring various kinds of woods. They are not 
intended for use as a one-coat finish, but invariably should be finished by filling over 
with the proper shade of WHEELER’S PASTE WOOD FILLER, excepting when the 
mahogany shades are used, over which a coat of BRIDGEPORT STANDARD MAHOG- 
ANY PRIMER should be applied. 


BRIDGEPORT STANDARD ACID STAINS i 
t This class of stains is made in special shades for producing on wood peculiar and 

| id distinctive effects not possible to obtain with penetrating stains, such as the new fumed 

i oak shades and the darker shades of mahogany. 


BRIDGEPORT STANDARD WHEELER'S VARNISHES 
The subject of the varnish to be used on MORGAN DOORS is most important. 
With the foundation properly prepared by the use of WHEELER'S WOOD FILLER 
| n AND BRIDGEPORT STANDARD STAINS, it is most necessary that the job be com- 
و‎ pleted with a varnish of the highest type. Most all varnish looks alike in the can and 
even when freshly applied may look about the same, but after the work has been finished 
for a period, the truth will out and you will know whether you have applied a good, bad 
۱ 1 or indifferent varnish to your work. Considering that labor forms the greatest cost of a 
| ក 1 varnish job, it costs but little more to use a reputable high-grade varnish. BRIDGEPORT 
| | STANDARD WHEELER'S VARNISH is made from selected gums and will stand the 
| test of time, wind and weather, and should be used on all MORGAN DOORS. 


BRIDGEPORT STANDARD PREPARED WAX 
This is used in the place of varnish where a wax finish is desired. It is especially 
adapted for use over fumed oak and mission finishes. : 


OFTEN TIMES YOU HAVE A SPECIAL COLOR SCHEME TO CARRY OUT 


| 

| 

| 

| and in order to procure most effective results it is necessary to obtain a finish of a peculiar 
| shade. We are able to furnish our customers with any shade that they may desire, 
| 


provided that we may have a working panel to match to. 

On the color insert pages we have shown twenty-four panels illustrating various 
woods finished in the most popular shades of the present times. The panels used in 
making up these illustrations were very small, and therefore do not show the beautiful 
graining, nor is it possible to illustrate the real beauty of the different tints which one 
would see in a finished door. Yet we have tried to give as close a representation of these 
panels as is possible, and we beg that our customers will take these points into consider- 
ation when selecting the finish. 

We therefore specify BRIDGEPORT STANDARD WOOD FINISHING PROD- 
UCTS only for use on MORGAN DOORS, and if these products are used according to 
the directions which are on every package the finish obtained will not only be of the 
highest perfection, but permanent. 
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Modern Finishing for Morgan Doors 
GENERAL 


The art of wood finishing has been brought to a high state 
of perfection and it is now possible to obtain in an economical 


manner a great variety of beautiful and artistic effects on all 
kinds of wood, provided the right finishing material is used. 


Nature has deftly outlined the grain of the wood with 
peculiar markings, some so faint as to be lost to the naked or 
untrained eye, yet others more pronounced. The art of wood 
finishing is the development of these markings, the bringing out 
of their latent beauty and preserving the wood with a permanent 
finish. The decorative value of finished wood work, which 
retains its beauty permanently, is appreciated more today than 
ever before. It is astonishing what beautiful, inexpensive, 
and decorative effects may now be obtained on all woods ranging 
from ordinary pine to the finest oak. 


The finishing of Morgan Doors is most important. Morgan 
Doors are the best that skill, experience and infinite care can 
produce. We are proud of Morgan Doors and that is why we 
have given special attention to the subject of finishing and treat- 
ment of our doors after they leave our hands. We firmly believe 
that the best results in treating and finishing Morgan Doors will 
be obtained by using Bridgeport Standard Wood Finishing 
Products only. We know the product of the Bridgeport Wood 
Finishing Co., and in specifying their finishes we are giving to 
our customers the experience of a company who have been in the 
wood finishing business for over forty years. 


” The Castle-Pierce Press 
: Oshkosh, Wisconsin 
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